
Components of a complete system include:  Aion LED A-Track Light Engine, Aion LED A-Track housing with diffuser lens, &  Aion LED driver (power supply). Dimmer not 
included.  Approved dimmers, controls, power supplies, cable, & other components only.  Contact Aion LED for questions regarding compatibility.  Electrician installed. 
Strictly adhere to NEC & local building code.  Limited 5-year warranty against manufacturing defects only, does not cover labor; voided by: inadequate ventilation, 
field modifications, installation by unqualified personnel, unapproved controls, drivers, cabling, other devices, not following installation guidelines & protocol, general 
negligence. Installer assumes all liability with regard to property & safety.  This product is UL listed.  See separate “Aion LED Warranty Terms” & additional instructional 
materials for more information.   Authorized installers only.   Systems tested prior to shipping.
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A-CORD

Extend Power Leads & Jumpers

Compatible with Aion LED 18/2
or larger gauge in-wall approved
building cable such as Romex, MC
Rex, other per local code

To avoid voltage drop, 14-12 AWG
cable is recommended for cable
that runs over 40ft.

MAX 5A per circuit per
NEC Article 725

Splice to Power Lead with BC-2020

A-CORD
Aion LED Brand Low-Voltage
Class 2 Power Cable
UL Approved
All Weather

Aion LED Fixture Power Feed
AC-A24 (24”)
AC-A36 (36”)
AC-A48 (48”)

Aion LED A-Cord Class 2 Power Cable
In-wall, Indoor, Outdoor, UV Resistant

AC-182W (PER FT.)
AC-182W-500 (500 FT. SPOOL)


